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DESCRIPTION OF JUNCTION BOX
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220-240VAC  T2 AL 250V
220-240VAC/50/60Hz  

200W

POWERFUSE

ON

MIN MAX

LEVEL

POWER:150W RMS

LINE IN LINE IN

LINK OUT LINK OUT PHASE

1 2

LIMITER

REV

NOR

POWER

SIGNAL

CAUTION:TO REDUCE THE RISK OF FIRE OR
ELECTRIC SHOCK,GROUNDING OF THE
CENTER PIN OF THIS PLUG MUST BE MAINTAINED.

WARNING:TO REDUCE THE RISK OF SHOCK,DO NOT
EXPOSE THIS APPLIANCE TO RAIN OR MOISTURE.

ATTENTION:POUR REDUIRE LE RISQUE DE
CHOC ELECTRIQUE,CONSERVER LA MISE
A LA TERRE ASSUREE PAR LA TIGE CENTRALE
DE CETTE FICHE.

ATTENTION:RISQUE DE CHOC ELECTRIQUE-  NE PAS OUVRIR

RISK OF ELECTRIC SHOCK
DO NOT OPEN

CAUTION

MADE IN CHINA
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Power indicator

Signal indicator

Link out

Earthing switch

mm

or
ungrounded

Limiter indicator

Level knob
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TECHNICAL SPECIFICATIONS 

 

 CLIMATE SUB BLACK CLIMATE SUB PEARL 

Power output 150W RMS 150W RMS 

Frequency Response 50-160 Hz 50-160 Hz 

Max output spL 126 dB 126 dB 

Inputs XLR/TRS Combo jack×2 XLR/TRS Combo jack×2 

Outputs XLR balanced link out×2 XLR balanced link out×2 

Woofer 10" woofer *1 10" woofer *1 

Features 

Class D amppressor and switching power design 

Power/ Signal / Limiter  indicator 

phase selectable 

ground selectable 

Cabinet  Material 15mm MDF cabinet 15mm MDF cabinet 

Color bla pearl ck 

Flypoints / / 

Pole Socket / / 

MEAS 

（H*W*D) 
570*340*660mm 570*340*660mm 

G.W. 21 kg 21 kg 
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Make sure the power cord is fully and securely inserted.  And ensure that the device is on.

Make sure the signal cable is fully and securely inserted.

Check whether the volume knob is turned to the minimum position. Turn the volume knob to the right.

Make sure the sound source is normal.

Make sure the signal input is not over the range(do not let the LIMIT light continuously turning red).

Make sure the signal cable is connected normally.

Check whether the se�ing of grounding switch is correct.

Noise

Sound breaks up 
intermi�ently or 

sound distorts

No sound from 
the loudspeaker






